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CORRECT DISPOSAL OF THIS PRODUCT

This marking indicates that this 
product should not be disposed 
with other household wastes 
throughout the EU. To prevent 
possible harm to the 
environment or human health 
from uncontrolled waste 
disposal, recycle it responsibly 
to promote the sustainable reuse 
of material resources. To return 
your used device, please use the 
return and collection systems or 
contact the retailer where the 
product was purchased. They 
can take this product for 
environmental safe recycling.



 Do not let the heated 
plates touch your skin 
as you may get burnt.

Ion 
Generator

Temperature
Panel

HeatID Inputs

Refresh Mode

Main Body

Heating 
Plate

PrecisionControl 
Hinge Power 

Button

Cord

Plug
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Fine Medium Coarse

Short Medium Long

Colour-treated Not colour-treated
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Slow down for perfect results in a single glide:

Fine hair: Glide iron at 2-3 inches per second

Medium Hair: Glide iron at 2 inches per second

Coarse Hair: Glide iron at 1 inch per second

*Expert Tip: 
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Les plaques chauffantes 
ne doivent jamais 

toucher la peau afin 
d’éviter les brûlures.

ATTENTION

Générateur
d'ions

Panneau de
température

Données HeatID 

Mode
Rafraîchissement

Partie centrale

Plaque
chau�ante

Charnière de
contrôle précision

Bouton de 
mise en marche

Câble

Prise
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Temps requis pour obtenir un résultat parfait dès le premier passage :

Cheveux fins : Glisser le fer à une vitesse de 50 à 75 mm par seconde.

Cheveux moyens : Glisser le fer à une vitesse de 50 mm par seconde.

Cheveux épais : Glisser le fer à une vitesse de 25 mm par seconde.

* Conseil d’expert : 



48 49
FR
AN
ÇA
IS

FR
AN
ÇA
IS





العربية

العربية
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اعمل ببطء لنتائج رائعة بتمریرة واحدة:
الشعر الدقیق: تمرر المكواة عند 50 - 70 مم في الثانیة

الشعر المتوسط: تمرر المكواة عند 50 مم في الثانیة
الشعر السمیك (الغلیظ): تمرر المكواة عند 25 مم في الثانیة

*نصیحة الخبراء:
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طويلمتوسطقصير

غير معالج بصبغةمعالج بصبغة
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 HeatID مدخلات

قوام )ملمس( الشعر

طول الشعر

لا تجعل اللوح الحراري 
وھو ساخن یلمس جلدك، 

قد تصاب بالحرق.

تنبیھ:

مولد الأیونات

لوحة الحرارة

HeatID بیانات

وضع الإنعاش

الھیكل الأساسي

لوح التسخین

مفصل التحكم في الدقة
زر التشغیل

سلك

قابس
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طريقة التخلص ا�ناسبة من ا�نتج
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